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Al

Ara 1

High specifi cation, style, reliability and performance for prestigious interiors: 
car showrooms, malls, entrance areas etc.

Die-cast aluminium construction with refractor optics

Powder coated aluminium to RAL 9006

Recommended for mounting heights >4m

Polycarbonate refractor provides upward light component increasing 
the lit space and reducing contrast ratios

250W and 150W Metal Halide and High Pressure Sodium 
70W compact fl uorescent (TC-T) version for instant start, white, fl icker free light

Electronic control gear options, see page 189
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ECG

TC-T

max 440 cd/klm             cone 75˚ 

250W & 150W MH-E (coated lamp)

m m
H E Lux Dia

1.0 6300 4375 1.6

2.0 1575 1095 3.2

3.0 700 485 4.9

4.0 395 275 6.5

5.0 252 175 8.1

250W 150W

250W HID Architectural High Bay

Lamp (Not Inc.) Control Gear Code 
 
150W E27 MH-E Electromagnetic PM154
150W E27 MH-E Electronic PM154/ECG
250W E40 MH-E Electromagnetic PM254

150W E40 SON-E Electromagnetic PS154
150W E40 SON-E Electronic PS154/ECG
250W E40 SON-E Electromagnetic PS254

70W TC-T High Frequency PF74

Options   

‘With Lamp’ Option  Available to special order

MH-E

F
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Ara 1
250W HID Architectural High Bay
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Low wattage high bay style pendant with compact fl uorescent and HID 
options. Suitable for retail and commercial applications.

Ara 2
Decorative Pendant
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Ara 2

Recommended for mounting height >3m

Extruded aluminium body, acrylic refractor

Complete with 1.4m long adjustable pendant mounting kit

HID version has internal refl ector/safety glass

Powder coated aluminium to RAL 9006

Electronic control gear options, see page 189

•

•

•

•

•

•

HF
SC
3ECG

TC-D TC-T

max 1350 cd/klm          cone 36˚ 

150W & 70W G12 MH-T

m m
H E Lux Dia

1.0 17080 8350 0.65

2.0 4270 2090 1.3

3.0 1900 930 1.94

4.0 1070 525 2.6

5.0 685 335 3.25

150W 70W

max 370 cd/klm             cone 62˚ 

2 x 26W & 2 x 42W TC-T

m m
H E Lux Dia

1.0 2105 1315 1.2

2.0 530 330 2.4

3.0 230 145 3.6

4.0 130 82 4.8

5.0 85 53 6.1

2x42W 2x26W

MH-T

Decorative Pendant

Metal Halide Versions
Lamp (Not Inc.) Control Gear Code 
 
150W G12 MH-T Electromagnetic QN154
70W G12 MH-T Electromagnetic QN74
150W G12 MH-T Electronic QN154/ECG
70W G12 MH-T Electronic QN74/ECG 
 
Compact Fluorescent Versions
Lamp (Not Inc.) Control Gear Code 
 
2x26W TC-D High Frequency QF224HF
2x42W TC-T High Frequency QF244HF

Options & Accessories Code

Emergency Lighting Version 
Maintained self contained 3 hour emergency version Suffi  x /SC3
Suitable for 2x26W version only. The emergency 
module and batteries are fully integral.  

Coloured Refractors
Pendant luminaires can be supplied with a range of coloured 
refractors for highlighting areas or for corporate imaging etc.

 

‘With Lamp’ Option Available to special order

Colour Green Red Orange Marble Effect  White
 
Suffi  x /G /R /O /M  /W
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•

•

•

•

•

•

Options & Accessories Code

Auxilliary Lamp Version 
Ara 3 fi tted with auxilliary lamp Suffi  x /AUX
The additional powerful halogen lamp provides instant light 
on switch on or if the mains supply is momentarily interrupted. 
The auxilliary lamp automatically switches off  when main lamp 
approaches full output.  

IP65 Glass
Toughened glass visor AM417
Maintains IP65 integrity, protects lamp, optics and occupancy 
in event of catastrophic lamp failure.

Protective Wire Guard WG414 

‘With Lamp’ Option Available to special order 

max 377 cd/klm            cone 92˚ 

400W & 250W E40 MH-E
Wide Beam Setting
(Aluminium Refl ector)

m m
H E Lux Dia

1.0 11375 6300 2.1

2.0 2844 1575 4.2

3.0 1265 700 12.5

4.0 710 395 16.6

5.0 455 252 20.7

400W 250W

max 1220 cd/klm           cone 44˚ 

400W & 200W E40 MH-E
Narrow Beam Setting
(Aluminium Refl ector)

m m
H E Lux Dia

1.0 39650 21960 0.8

2.0 9912 5490 1.5

3.0 4405 2440 2.3

4.0 2478 1372 3.1

5.0 1585 878 3.8

400W 250W

Ara 3

Designed for reliability and performance in large retail through to tough 
industrial environments.

Recommended for mounting heights >5m

Injection moulded GRP gear housing. High effi  ciency, >80%, anodised 
aluminium refl ector optics

Alternative Lexalite refractor versions available on request

IP65 control gear housing with access door

Adjustable lamp position within refl ector provides a range of distributions 
from narrow to wide beam

400W & 250W Metal Halide and High Pressure Sodium

IP
65

E40

IP
23

 Aluminium Lexalite
Lamp (Not Inc.) Refl ector  Refractor 
  
250W E40 MH-E AM251 LM251
400W E40 MH-E AM401 LM401
250W E40 SON-E AS251 LS251
400W E40 SON-E AS401 LS401

400 & 250W HID IP65 High Bay
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